


GIT SERIES: 

NEW-generation Fully-automatic Autoclave 

[Microc。mput们。nt仙y阳节 】｜
“SMART 1111” mic「ocomputer control system is adopted to realized not only intelli
gent controls of the sterilization process but also the classified management of 
instruments (use「

，
administ「ato「 and enginee「 three levels included).As a result, 

we can gua「antee satisfacto「y use and management of autoclaves. 

I( Multilaye时pressure pr。tecti。n sys 

Our patented p「essure inte「locking device can automatically sense the pressure 
in the sterilization chambe「 and tightly locked, which e忏ectively p「event personal 
injuries caused by sp「aying steam arising from misoperation.The system can 
monitor the p「essu「e changes in the ste「ilization chambe「 on a 「eal-time basis. 
Upon detection of any pressure anomaly, the dual ove「pressu「e protection 
system consisting of a safety valve and a pressu「e protective device will be 
actuated immediately to relieve pressu「e O「 disconnect powe「 supply.

｜【Un阳e anti-scald d臼ign 】｜
The cove「 and bench of the sterilization chamber a「e made of special plastic to 
give a nice look and avoid causing co「「osions and scald. The unique steam dis
cha「ge and collection system can help to p「event scald. 

l(Mul刷 飞

5 ste「ilization cycles are preset fo「 sterilization, d「ying, wa「ming of solid and liquid 
articles and fo「 melting and warming of aga「 separately.

【Temperatu川nd pr四川 】
Ste「ilization tempe「atu「e:105to135。C,designed pressure:0.3Mpa 

【Big LCD Sc陀en can clearly show all tl回归·ilization datα αnd process 丁

09 

UOl SOLID 

．．．．．．－ 
V.\CUUII \llO 

WAT四

l侄儿？，

， 

STER 
．．． 

四皿El画回国E
、 E川、 ．．．

∞ 町、

STAND BY ... 

LOAD ： ℃［ CHA'ABER ： ℃ I PRESS山E kPa

27.0 I 25.7 I 0.2 

「oυer temoe时ure protecti。n system 〕
The system can monitor the tempe「ature changes in the sterilization chambe「 on
a real-time basis and disconnect power supply immediately upon detection of ove「

temperatu「e 0「 abnormal tempe「ature variation. 

「Automatic troublesJ、。。tina svstem 
T「oubleshooting is conducted automatically upon sta「tup. Acoustic ala「ms will be 
given and E「「O「 Numbe「 will be displayed on the sc「een if any t「ouble occurs 
during equipment ope「ation.

睡堕一回一回�…………··｜
Self-induction p「essure inte「locking device, lid closing checking, ove「 tempe「ature
protection, tempe「ature monito「

，
d「Y sco「ch p「otection system, ove「 P「essu「e pro

tection, safety valve, over cu「「ent and sho「t Ci「cuit p「otection, leakage p「otection
device, anti-scald safety p「otection, automatic t「oubleshooting system 
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Model difference 

Ca旦旦旦旦I
Dlmens,on(L • w• H.mm) 

Chamber dimension(Dia•H,mm) 

Cha町、ber n、aterial 

29 

460x542x976 

φ320x378 

2600 

SW: Standard + cooling fan 

54 

460x542x1105 

φ320x725 

SUS 304 

2600 

SR 
’

二旦4皿♀  SWS/SRS: with biosafety filter
80 

620x745x1090 

φ400x670 

4600 

100 

620x745x1200 

φ400x780 

4600 Rate PO响er supply(w) 

Power requirerr、ent

Working environrr、ent

220V,16A. 50/60HZ 220V,32A. 50/60HZ 

5 45℃， relatively humidity 10%γ85% 

St ainless steel basket(Dia•H,mm) （φ298x260)x1 I （φ298x195)x3 I （φ360x275)x2 I （φ360x21 S)x3 

Temperature accuracy I 0.1℃ 

Working environment I 5.45℃. relatively humidity 10%·85% 

Display sy由m [ LCD disp阳yer

S阳，1日ation temperature [ 105-135℃ 

Sterililation tome range [ 1 -6000 minutes 

Melt吨temperature [ 60-115℃ 

Melt in也time [ 1·6000min 

Warm，咱temperature [ 45-79℃ 

Warm吨time range [ 1-9999 minutes 

Drying temperature(TR) I Drying time range 1·300 minutes, drying temperature:80-140℃ 

Sterilization cycle I Liquid,Solid,Fabric,Waste,Rubber ,etc. 

Sterilization cycle number I Can 回ve up to 60 cycles, record 1000 process, and USB port 

Exhaust I Automatic internal dischargin且，woth a steam collecting bottle inside. Exhaust 
speed can be selected b咿6 levels 

Preset旧nge of timer I Can be preset and auto s恒rt up to 15 days in advance 

Display range of p罔ssure gauge [ -0.1·0.SMpa 

Safe！翌valve set pressure ［队29Mpa

Controller I ”Sπ回rt II川” fast speed microcomputer controller 

Safety device I Self-induction pressure 川e阳cki鸣 device, lid closing checkin且， over
temperature protection, teπ、perature rr、onitor, dry scorch protection systerr飞
over pressure protect ,on，回fety valve.over current and short circuit 
prot ection, leakage protect ，。n device.anti -scald safety protection, auton、atoc
troubleshooting systerr、
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